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MECHANICAL DRAWINGS
ELECTRICAL CHARACTERISTICS

MECHANICAL SPECIFICATION PERFORMANCE AT STANDARD TEST CONDITION (STC:1000W/m?2,25°C, AM1.5)

Cell Type Poly Crystalline 157157 mm I g
Number of cells 112 (8x14) Maximum Power at STC(Pmax) 520w

Dimensions (AxBxC)  2279x1303x35mm Short Circuit Current(lsc) 9.27A

Weights S Open Circuit Voltage(Voc) 7171V

Front Glass 3.2 mm Low iron tempered glass Maximum Power Current(impp) 8.91A

Frame Anodized aluminum alloy Maximum Power Voltage(Vmpp) 58.37V

Junction Box IP 67,with bypass diodes Module Efficiency 17.51%
Connector MC4 compatible Power Tolerance 0/+3%

Output Cables TUV standard, length 350mm, 4.0mm2

The typical relative change in module efficiency at an irradiance of 200W/m2 in relation
to 1000W/m?2 (both at 25°C and AM 1.5 spectrum) is less than 6%. 2
( B ) " QUALIFICATIONS AND CERTIFICATES

CE-Compliant, IEC 61215 (Ed.2), IEC 61730 (Ed.1) application

PACKING CONFIGURATION




